TDLAS HANDHELD
LASER DETECTOR

Precision

Featuring selective and highly sensitive methane
detection, TDLAS technology provides measurement
sensitivity at the level of 1 ppm — ensuring reliable
results and precise gas identification in all field
conditions.

Mobility

Efficient and rapid leak detection across large-scale
facilities is made possible by a specialized probe,
ideal for inspecting hard-to-reach areas and
ensuring highly accurate localization of even the
smallest gas leaks.

Technology

Advanced laser-based measurement technology
delivers an instantaneous response to gas
presence. Exceptional accuracy and long-term
durability make it reliable even in the most
challenging environments.

Communication

A built-in wireless connection to mobile apps records
real-time concentration, GPS, and timestamps.
Collected data can be exported as a one-click report,
enabling efficient route analysis and professional
inspection management.
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TECHNICAL PARAMETERS

PARAMETER VALUE

Detected gas
Sensor technology
Sensitivity
Measurement range
Response time

ATEX certificate

IP rating
Connection

Units

Operating temperature
Battery life
Dimensions

Weight
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Methane (CH,)
TDLAS

1 ppm

0-100% VOL

<0.1s

€x) 111G Ex ia IIC T4-T6 Ga

IP66

Wireless

ppm, %LEL, %VOL
-20°C-50°C

> 10 hours

230 x 82 x 45 mm

0.6 kg
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